GreenMaster 600 ALPIN

6.0 metres ALPIN T
For pasture maintenance, reseeding, new seeding

Standard equipment:
« 2 rows NonStop-tines @12 mm, space between tines 75 mm
» Protection against loss of tines
« Hydraulic folding with pressure compensation
« 4 double rear gauge wheels
+ 2 double front gauge wheels
« Headstock cat. 2
« Road lighting kit (LED)
« U-stands for parking in transport and working position
« Working width 6.0 m | Transport width 3.0 m|Transport heigh 3.10 m
(with ground clearance of 0.25 m)

Working width: 6.0 metres
(2.40 metres + 2x 1.65 metres)

Standard machine FRONT harrow

Type Note Weight Item no. Price excl. VAT
GreenMaster harrow 600 coupling kit STANDARD (mech. harrow adjustment) 1 da-connection 850 kg 4600 0661
GreenMaster harrow 600 coupling kit STANDARD (hydr. harrow adjustment) 2 da-connections 900 kg 4600 0662

Options for harrow

Description Working width Weight Item no. Price excl. VAT
Levelling bar 600 6.00 m for levelling 250 kg 4600 1279
Ripperboard 600 QUATTRO 6.00 m for remediation 300 kg 4600 1879
Scraper set for 1 double gauge wheels (to order: 4 sets per machine necessary) 8 kg 4600 1628
" Rear linkage kit GreenMaster harrow front  for rear operation of the front harrow, for self-assembly 100 kg 4600 1688
é Road lighting kit (LED) REAR for rear operation of the front harrow, for self-assembly 20 kg 1127 3241
%” Standard machine REAR Prismenwalze® with pneumatic seeder
% Type Working width Transp. width Note Weight Item no. Price excl. VAT
E Matador 610 618 m 250m 1.80m+2x225m 2,555 kg 6150 0610-1
g Road lighting kit (LED) for Matador 610 with pneum. seeder, mount. ex factory 20 kg 1127 3440
(%)
§ Pneumatic SeedProfi and options see page 34
o Type Note Weight Item no. Price excl. VAT
410 litres 90° hydraulic fan descript. see pages 34/35, mounted ex factory 100 kg 8202 2043-1
660 litres hydraulic fan descript. see pages 34/35, mounted ex factory 130 kg 8202 2041-1
oo e e s ooy 25" ks 5202 20015

for mounting the pneumatic seeder with 410 litres on the 20 kg

mount, pl. for the pneum. seeder 660 |, mounted ex factory 7400 6265

Adapter plate 410 litres

Retrofitting
Type Note Weight Item no. Price excl. VAT
Hydraulic harrow adjustment

coupling kit STANDARD 1 da - control unit necessary 55kg 4600 0151

Total GreenMaster 600 Alpin (with mech. harrow adjustment)

Weight Price excl. VAT
GreenMaster harrow 600 FRONT + levelling bar + Matador 610 + pneumatic seeder 410 litres hydr. 3,865 kg
GreenMaster harrow 600 FRONT + Ripperboard QUATTRO + Matador 610 + pneum. seeder. 660 litres hydr. 3,925 kg
Additional information Note
Assembly time for completion mounting levelling bar or Ripperboard approx. 1.0 h

Consider the traffic regulations! See page 5.
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