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3,5 m

Ripperboard QUATTRO, hydraulic tilt adjustment. 
High-adjustable with spindle.5-rows with levelling bar and RollFix 45
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5-rows

Super Maxx® CULTI
3.0 metres rigid  
5.0   6.0 metres hydraulic folding
5-rows

Standard equipment: CULTI
• Levelling bar
• RollFix Ø45 cm Synthetic Ultra
• Road lighting kit (LED)

Standard machine

Type Working width Transport width No. of tines Note Weight Item no. Price excl. VAT

Super Maxx® 30-5 CULTI 2.85 m 3.00 m 22
rigid
headstock cat. 2

1,065 kg 4503 0305-1K

Super Maxx® 50-5 CULTI 4.80 m 2.50 m 37
hydraulic folding 
headstock cat. 2/3

1,980 kg 4503 1505-1K

Super Maxx® 60-5 CULTI 5.80 m 2.50 m 45
hydraulic folding
headstock cat. 2/3

2,190 kg 4503 1605-1K

Options

Description Note Weight Item no. Price excl. VAT

Harrow behind roller for Super Maxx® 30-5 CULTI 100 kg 4502 0360-2

Harrow behind roller for Super Maxx® 50-5 CULTI 180 kg 4502 1560-2

Harrow behind roller for Super Maxx® 60-5 CULTI 205 kg 4502 1660-2

Ripperboard QUATTRO for Super Maxx® 30-5 CULTI hydraulically adjustable 170 kg 9701 0493

Ripperboard QUATTRO for Super Maxx® 50-5 CULTI, hydraulically adjustable 300 kg 4502 1580K

Ripperboard QUATTRO for Super Maxx® 60-5 CULTI, hydraulically adjustable 350 kg 4502 1590K

2 Front swiveling  
gauge wheels 

for Super Maxx® 30 CULTI, size: 18.5 x 8.5–8
not possible with Ripperboard!

90 kg 4502 9070-1

4 Front swiveling  
gauge wheels

for Super Maxx® 50 + 60 CULTI, size: 18.5 x 8.5–8
not possible with Ripperboard!

175 kg 4502 9071-1

2 Front swiveling  
gauge wheels strengthened

for Super Maxx® 30 CULTI, size: 195/55 R10
not possible with Ripperboard!

110 kg 4502 9079-1

4 Front swiveling  
gauge wheels strengthened

for Super Maxx® 50 + 60 CULTI, size: 195/55 R10
not possible with Ripperboard!

220 kg 4502 9078-1

Transport tarpaulin for tines tarpaulin for Super Maxx® 50 + 60 20 kg 4500 1650

Options are added separately and have to be assembled on-site!

Additional information Note

Final assembly Super Maxx® on-site: approx. 0.5 hour Super Maxx® 50 and 60 – 3 hours Super Maxx® 30-5

Required hydraulic connections:
1x da (Super Maxx® 50 + 60 - folding)
1x da (Super Maxx® 50 + 60 - Ripperboard, hydraulic tilt adjustment)

Freight on request ∙ All prices in £ excluding VAT, ex works.
Errors and omissions excluded, subject to technical changes ∙ Non-contractual photos and pictures!


